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BLONDER-TONGUE

FM-AM Tuner, model T:88

listen to the finest music on your

component home music center

® FM-AM TUNER
® HIFI AMPLIFIER
© TWIN SPEAKER SYSTEM

Open your ears to the delightful sounds of good music.
Listen to the sparkling, erisp tones of the full audio rango
+..static free... . constant — level reception ... no drift!

The Blonder-Tongue HOME MUSIC CENTER is quality
engineered for flawless reproduction of high fdelity
music. The modern, two-tone cabinet styling blends with
all eolor schemes and decors. The Tuner, Amplifier and
Speaker units in matching cabinets require only 30 inches.
of shelf space.

Listen to the difference ... listen to Blonder-Tongue's
FM-AM TUNER The Model T-88 Tuner delivers music to
you exaetly the way the masters play it. The entire audio
frequency range is received through the super-sensitive.
tuner. Turn it on ... tune it in... FM music flls your
room with melodic enchantment. There is no drift once
your station is tuned on the precise slide-rule dial. The.

Tuner can be plugged in, or added to your present hi-fi
system, phonograph, TV set or tape recorder.

HIGH FIDELITY AMPLIFIER The most efficient amplifier on

ket s the Model A-1 Amplifier by Blonder-Tongue.
versatile audio frequency controls highlight the
engineering advances built into this unit. Four tone con-
trols: Bass, Lo-middle, Hi-middle and Treble cnable you
to control the entire audio range, and to correct the
acoustics in your room. The Model A-1 provides inputs
for any speaker system.

TWIN-SPEAKER SYSTEM Two acoustically matched
speakers provide extended range response. Conneet to
your amplifier or use as a remote speaker. By placing one.
or more Tywin-Spekers i

in music enjoyment.

“Listening Luxwry at Low Cost”
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STEREO CONVERSION

F A C - T A L K

MODEL T:88 FM-AM TUNER: 10 to 15,000 cps = 0.5db response; driftxeo tuning with new patented circuit; balanced
ratio dotector; RE amplification on both AM and FM; triple section AC hum filter; 15 vrms audio output; FM
bandwidth, 180 ke at 3db down; AM bandwidth, 9 ke at 6db down; FM sensitivity, 4 microvolts for 20db quieting;
AM sensitivity, 20 microvolts on loop stick; total harmonic distortion: FM, 0.6% at 1 vrms; AM, 0.6% at 1 vrms;
built-in ferrite' AM antenna; built-in B antenna in line cord with provision for extornal antenna; complement.
(8) 12BAG, (1) 12ATT; 2 diodes and sclenium rectifier; two-tone plastic cabinet; 8% X 5%h x 6%d; power
requirement: 25 waits

MODEL A1 HLFI AMPLIFIER: 50 to 15,000 cps * 0.5db response; Bass, Lo-Middle, Hi-Middle, and Treble tone con-
trols for complet tonal selectivity and compensation;; 12 watts power ontput on music wave form; seleetor switch:
RIAA erystal, RIAA magnetic, tuner, tape or auxiliary; off-on; volume; inputs: phonograph, tuner, tape or
auxiliary; adaptable for stereo conversion; harmonic distortion, 1% at 10W; sensitivity: magnetic phono, 10 milli-
valts; erystal phono, 0.6 to 5 volts; tuner, 0.7 to 5 volts; tape or auxiliary, 0.7 to 5 volts; damping factor, 10:1;
output impedances: 4, 8 and 16 ohms; complement: (1) GAVS, (2) GVGDT, (1) 7025 (12AXTA); (1) 6x4 rectifier:
two-tone plastic cabinet; 674h x 8%w x 5%d; power requirement: 40 watts.

MODEL S5-2 TWIN SPEAKER UNIT: Acoustically matched network of two four-inch speaker
range response; reduces I distortion and prevents speaker burn-out; 16 ohm speaker impedances can be combined
dircetly with any amplifier having & 16 ohm output; cach speaker operates on  different {requency Tange — can
handlo greater sound power than identical speakers or & single larger speaker used in the same capacity.

selected for wide

DISTRIBUTED BY:
BLONDER-TONGUE LABORATORIES, INC.
9 Aling St Nowark 2, N. J.
TV accesories, Master TV antenna systems, TV dis-
ribution systems, industrial TV, UHF and VAF con-
verters, high fidlity systems.
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